


















DRYWALL CONTRACTOR

Electrician must anchor drywall to drywall anchor screens. Insert 
screws through drywall into anchor screens on fi xture. 

6 Drywall contractor must install drywall and cut 14 3/4” (375mm) X 
12 1/8” (308mm) hole with rotary cutting tool around fi xture or
 pre-cut hole in drywall prior to installation. Contratista hojas de pared tiene que 
instalar la hoja de pared y corte un agujero 14 3/4” (375 mm) X 12 1/8” (308 mm) con une corto 
rotatorio alrededor el enseres fi jo  o lo corte un agujero antes que instalar.  
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PLASTER
FLANGE FRAME

MUST BE TIGHT OR 
PLASTER SEAMS WILL CRACK !
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8 Loosen (4) wing nuts and adjust plaster fl ange frame to be fl ush with drywall. 

All 4 corners MUST be exactly even with drywall. Plaster fl ange frame adjusts to 
accommodate 1/8” (13mm) to 1 1/4” (32mm) ceiling thickness.  

 

Plaster 
Flange Frame 

Use a straight edge or level and move plaster fl ange frame up 
or down to be exactly even with drywall. 

Tighten (4) wing nuts securely. 
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ELECTRICAL CONTRACTOR
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Lamp Locking Ring

Louver and Lens Locking Ring
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Plaster Plate 

Snoot Lamp Holder

  Secure MR16 into locking rings. Feed MR16 socket through slot in the 
dome and plug MR16 into socket. 

Loosely attach plaster plate using all (4) screws. After all (4) screws 
are started, go back and tighten the screws securely. 
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