


















ELECTRICAL CONTRACTOR

COLOR KINETICSCOLOR DIAL 
FOR USE WITH PURE LIGHTING AURORA RGB FIXTURES

OSRAM OPTOTRONIC
POWER SUPPLY
MODEL OT20 / 120 - 240 / 24 S

COLOR KINETICS
COLOR DIAL

ON / OFF SWITCH

MAGNETIC LOW 
VOLTAGE DIMMER

ON

OFF

COLOR DIAL BACK VIEW
DIP SWITCH SETTINGS
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DIP SWITCHES

Use a (4) gang standard depth junction box or a (3) gang 3.5" 
deep junction box to house the controls and the Osram power 
supply.The Osram power supply can be remote located up
to 50' from  the Color Kinetics Color Dial if needed.The Osram
power supply will fit in a stardard square junction box.
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Acceptable Data Wire Types
Belden 9729 or CAT5E 
Supplied by Electrical Contractor

INSIDE AURORA JUNCTION BOX
(NOT TO SCALE)
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Pull on wire nuts 
to make sure the

 connection is 
tight. 

*NOTE*
Leave 12” of wire in the 
junction box for future 
maintenance through 
the fi xture aperture. 



DRYWALL CONTRACTOR

Electrician must anchor drywall to drywall anchor screens. Insert 
screws through drywall into anchor screens on fi xture. 

7 Drywall contractor must install drywall and cut 14 3/4” (375mm) X 
12 1/8” (308mm) hole with rotary cutting tool around fi xture or 
pre-cut hole in drywall prior to installation. Contratista hojas de pared tiene que 
instalar la hoja de pared y corte un agujero 14 3/4” (375 mm) X 12 1/8” (308 mm) con une corto rotatorio 
alrededor el enseres fi jo  o lo corte un agujero antes que instalar.  
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ELECTRICAL CONTRACTOR
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PLASTER
FLANGE FRAME

MUST BE TIGHT OR 
PLASTER SEAMS WILL CRACK !
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9 Loosen (4) wing nuts and adjust plaster fl ange frame to be fl ush with drywall. 

All 4 corners MUST be exactly even with drywall. Plaster fl ange frame adjusts 
to accommodate 1/2” (13mm) to 1 1/4” (32mm) ceiling thickness.  

 

Plaster Flange 
Frame 

Use a straight edge or level and move plaster fl ange frame up or 
down to be exactly even with drywall ceiling. 

Tighten (4) wing nuts securely. 
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Ceiling




